




 

Results from Test Set #1: Hybrid Normal INTERMEDIATE CALCULATIONS AND INPUTS Test Set #1: Hybrid Normal
CAFE Values Charge‐Depleting (CD) Test Results

A. PHEV meets dual fuel criteria: City Highway Combined DRIVING DISTANCE VALUES CITY HIGHWAY

 1. Default 50/50 Composite MPGe [4] 35.7544            47.3365            40.1782                     CD d v ng d stance (Rcda), unadjusted (m les) [3] 11.807 11.901

 2. Optional Utility Factor Composite MPGe [4] 29.1423            31.0744            29.9812                     CD d v ng d stance (Rcda), adjusted (m les) [3] 8.617 8.374

B. PHEV does NOT meet dual fuel criteria: City Highway Combined CD all‐elect c d v ng d stance, unad usted (m les) [3] 11.799 12.202

  1. Utility Factor Composite MPGe [4] 25.9959            29.3797            27.4169                     CD All‐Elect c Range, adjusted (m ) [3] 8.259 8.541

GHG Values City Highway Combined FUEL CONSUMPTION & ECONOMY VALUES CITY HIGHWAY

Composite CREE  (g/mi) [1] 295.8 301.6 298.4 NEW CD AC elect c ty consumpt on (Rcdc), unadjusted (Watt‐hou s) [1] 5749.0 5550.9

CD AC elect c ty consumpt on  ate (Rcda), adjusted  (kW‐h /100m ) [3] 66.148 66.874

Label Values (5‐Cycle Adjusted) CD test total DC ene gy consumed, unadjusted (Watt‐hou s) [1] ‐4576.1 ‐4475.2

Charge‐Depleting Combined NEW CD Rcda total fuel consumpt on (Rcda), unadjusted (gal equ v) [4] 0.1706 0.1647

CD range  adjusted (miles) [0] 9 CD ut l t zed total fuel consumpt on  ate (55/45 FUF, Rcdc), unadjusted (gal‐equ v/m le) [6] 0.009766 0.006247

CD All‐Electric Range  adjusted (mi) [0] 8 NEW CD ut l t zed total fuel consumpt on  ate (43/57 FUF, Rcdc), adjusted (gal‐equ v/m le) [6] 0.011741 0.007105

Total Driving Range (Miles) [0] 330 NEW CD ut l t zed total fuel consumpt on  ate (MD UF, Rcdc), adjusted (gal‐equ v/m le) [6] 0.009279 0.012681

CD Fuel Economy (MPGe) [0] 51 CD gasoline consumption (Rcda)  unadjusted (gal) [1] 0 0

CD Electricity Consumption  (kW‐hr/100mi) [0] 66 CD fuel economy (Rcda), adjusted (MPGe) [4] 50.5126 50.8570

CD Gasoline Consumption (gal/100mi) [0] 0 CD gasol ne consumpt on  ate (Rcda), adjusted (gal/100m ) [4] 0.0000 0.0000

Charge‐Sustaining Combined NEW CD fuel economy (Rcda)  unadjusted (MPGe) [4] 69.2123 72.2772

CS Fuel Economy (MPG) [0] 16.1033 19.7919 18 NEW CD AC electricity consumption rate (Rcda)  unadjusted  (kW‐hr/100mi) [3] 48.698 46.633

CS Fuel Consumption (gal/100mi) [1] 6.2 5.1 5.6 GHG EMISSIONS VALUES CITY HIGHWAY

Composite CD/CS Combined CD CO2 em ss ons  ate (Rcda), unadjusted (g/m ) [1] 0.0 0.0

Annual Fuel Cost ($/year) [0] 2,400                       NEW CD CO2 emissions rate (Rcda)  adjusted (g/mi) [1] 0.0 0.0

5‐Year Fuel Savings Value ($/5 years) [0] (4,500)                     NEW CD ut l t zed CO2 (MDIUF, Rcdc), adjusted (g/m ) [1] 40.7 71.6

Composite CO2 (g/m ) [0] 403 CD ut l t zed CREE (55/45 FUF, Rcdc), unadjusted (g/m ) [1] 42.1 37.9

Composite Fuel Economy (MPG) [0] 20 NEW CD ut l t zed CREE (43/57 FUF, Rcdc), adjusted (g/m ) [1] 51.5 43.3

HOV Lane Values City Highway Combined UTILITY FACTORS & OTHER METRICS CITY HIGHWAY

MDIUF based on unadjusted Rcda [3] 0.310 0.312 CD 55/45 Fleet Ut l ty Facto  (FUF) fo  Rcdc [3] 0.426 0.240

Composite CD/CS Fuel Economy (MPGe) [4] 25.6535 33.9268 28.8156 MDIUF based on adjusted Rcda [3] 0.240 0.234

Trends Report Values City Highway Combined MDIUF based on adjusted Rcdc [3] 0.294 0.367

Fleet Utility Factor (43/57) [3] 0.373 0.194 0.2925 Fraction of transition cycle that is charge‐depleting operation (Zn) [3] 0.583 0.160

Unadjusted Fuel Economy (MPG) [4] 25.9959 29.3797 27.4169 Number of last cycle number with charge‐depleting operation (transition cycle) [0] 2                   2                       

Unadjusted GHG (g/mi) [1] 295.8                301.6                298.4                          Intermediate Results Requiring Charge‐Sustaining (CS) Test Results or Other Inputs

Adjusted Fuel Economy (MPG) [4] 19.7328 20.9079 20.2448 DRIVING DISTANCE VALUES CITY HIGHWAY

Adjusted GHG (g/mi) [1] 395.3 427.8 409.9 CD Equivalent A l‐Electric Range (EAER)  Unadjusted (mi) [3] 11.807 11.901

Charge‐sustaining driving range  adjusted (mi) [3] 289.859 356.254

UTILITY FACTORS & OTHER METRICS CITY HIGHWAY

CD 55/45 Fleet Utility Factor (FUF) for EAER [3] 0.356 0.142

FUEL COSTS: PROCESS FOR DERIVING A COMPOSITE CD/CS COST PER MILE CITY HIGHWAY

CD cost per m le ‐ electricity ($/m ) [3] 0.086$         0.087$             

CD cost per m le ‐ gasoline ($/mi) [3] ‐$             ‐$                  

CD total cost per m le ($/m ) [3] 0.086$         0.087$             

CS cost per mile ($/mi) [3] 0.202$         0.164$             

Composite CD/CS cost ($/m ) [3] 0.174$         0.146$             

COMPOSITE CD/CS FUEL ECONOMY AND CO2 VALUES, ADJUSTED CITY HIGHWAY

Composite CD/CS CO2  adjusted (g/mi) [1] 427.8 373.5

Composite CD/CS Fuel Economy  adjusted (MPG) [4] 18.825 22.3895

Results from Test Set #2: 0 INTERMEDIATE CALCULATIONS AND INPUTS Test Set #2: 0

CAFE Values Charge‐Depleting (CD) Test Results

A. PHEV meets dual fuel criteria: City Highway Combined DRIVING DISTANCE VALUES CITY HIGHWAY

 1. Default 50/50 Composite MPGe [4] ‐                    ‐                    ‐                               CD d v ng d stance (Rcda), unadjusted (m les) [3] 0.000 0.000

 2. Optional Utility Factor Composite MPGe [4] ‐                    ‐                    ‐                               CD d v ng d stance (Rcda), adjusted (m les) [3] 0.000 0.000

B. PHEV does NOT meet dual fuel criteria: City Highway Combined CD all‐elect c d v ng d stance, unad usted (m les) [3] 0.000 0.000

  1. Utility Factor Composite MPGe [4] ‐                    ‐                    ‐                               CD All‐Elect c Range, adjusted (m ) [3] 0.000 0.000

GHG Values City Highway Combined FUEL CONSUMPTION & ECONOMY VALUES CITY HIGHWAY

Composite CREE  without upstream emissions [1] 0.0 0.0 0.0 NEW CD AC elect c ty consumpt on (Rcdc), unadjusted (Watt‐hou s) [1] 0.0 0.0

CD AC elect c ty consumpt on  ate (Rcda), adjusted  (kW‐h /100m ) [3] 0.000 0.000

Label Values (5‐Cycle Adjusted) CD test total DC ene gy consumed, unadjusted (Watt‐hou s) [1] 0.0 0.0

Charge‐Depleting Combined NEW CD Rcda total fuel consumpt on (Rcda), unadjusted (gal equ v) [4] 0.0000 0.0000

CD range  adjusted (miles) [0] 0 CD ut l t zed total fuel consumpt on  ate (55/45 FUF, Rcdc), unadjusted (gal‐equ v/m le) [6] 0.000000 0.000000

CD All‐Electric Range  adjusted (mi) [0] 0 NEW CD ut l t zed total fuel consumpt on  ate (43/57 FUF, Rcdc), adjusted (gal‐equ v/m le) [6] 0.000000 0.000000

Total Driving Range (Miles) [0] 0 NEW CD ut l t zed total fuel consumpt on  ate (MD UF, Rcdc), adjusted (gal‐equ v/m le) [6] 0.000000 0.000000

CD Fuel Economy (MPGe) [0] 0 CD gasoline consumption (Rcda)  adjusted (gal) [1] 0 0

CD Electricity Consumption  (kW‐hr/100mi) [0] 0 CD fuel economy (Rcda), adjusted (MPGe) [4] 0.0000 0.0000

CD Gasoline Consumption (gal/100mi) [0] 0 CD gasol ne consumpt on  ate (Rcda), adjusted (gal/100m ) [4] 0.0000 0.0000

Charge‐Sustaining Combined NEW CD fuel economy (Rcda)  unadjusted (MPGe) [4] 0 0

CS Fuel Economy (MPG) [0] 0.0000 0.0000 0 NEW CD AC electricity consumption rate (Rcda)  unadjusted  (kW‐hr/100mi) [3] 0 0

CS Fuel Consumption (gal/100mi) [1] 0.0 0.0 0 GHG EMISSIONS VALUES CITY HIGHWAY

Composite CD/CS Combined CD CO2 em ss ons  ate (Rcda), unadjusted (g/m ) [1] 0.0 0.0

Annual Fuel Cost ($/year) [0] ‐                           NEW CD CO2 emissions rate (Rcda)  adjusted (g/mi) [1] 0.0 0.0

5‐Year Fuel Savings Value ($/5 years) [0] 7,500                       NEW CD ut l t zed CO2 (MDIUF, Rcdc), adjusted (g/m ) [1] 0.0 0.0

Composite CO2 (g/m ) [0] 0 CD ut l t zed CREE (55/45 FUF, Rcdc), unadjusted (g/m ) [1] 0.0 0.0

Composite Fuel Economy (MPG) [0] 0 NEW CD ut l t zed CREE (43/57 FUF, Rcdc), adjusted (g/m ) [1] 0.0 0.0

HOV Lane Values City Highway Combined UTILITY FACTORS & OTHER METRICS CITY HIGHWAY

MDIUF based on unadjusted Rcda [3] 0.000 0.000 CD 55/45 Fleet Ut l ty Facto  (FUF) fo  Rcdc [3] 0.000 0.000

Composite CD/CS Fuel Economy (MPGe) [4] 0.0000 0.0000 0.0000 MDIUF based on adjusted Rcda [3] 0.000 0.000

Trends Report Values City Highway Combined MDIUF based on adjusted Rcdc [3] 0.000 0.000

Fleet Utility Factor (43/57) [3] 0.000 0.000 0.0000 Fraction of transition cycle that is charge‐depleting operation (Zn) [3] #VALUE! #VALUE!

Unadjusted Fuel Economy (MPG) [4] 0.0000 0.0000 0.0000 Number of last cycle number with charge‐depleting operation (transition cycle) [0] EOT ERROR EOT ERROR

Unadjusted GHG (g/mi) [1] ‐                    ‐                    ‐                               Intermediate Results Requiring Charge‐Sustaining (CS) Test Results or Other Inputs

Adjusted Fuel Economy (MPG) [4] 0.0000 0.0000 0.0000 DRIVING DISTANCE VALUES CITY HIGHWAY

Adjusted GHG (g/mi) [1] 0.0 0.0 0.0 CD Equivalent A l‐Electric Range (EAER)  Unadjusted (mi) [3] #VALUE! #VALUE!

Charge‐sustaining driving range  adjusted (mi) [3] 0.000 0.000

UTILITY FACTORS & OTHER METRICS CITY HIGHWAY

CD 55/45 Fleet Utility Factor (FUF) for EAER [3] #VALUE! #VALUE!

FUEL COSTS: PROCESS FOR DERIVING A COMPOSITE CD/CS COST PER MILE CITY HIGHWAY

CD cost per m le ‐ electricity ($/m ) [3] ‐$             ‐$                  

CD cost per m le ‐ gasoline ($/mi) [3] #VALUE! #VALUE!

CD total cost per m le ($/m ) [3] #VALUE! #VALUE!

CS cost per mile ($/mi) [3] #VALUE! #VALUE!

Composite CD/CS cost ($/m ) [3] #VALUE! #VALUE!

COMPOSITE CD/CS FUEL ECONOMY AND CO2 VALUES, ADJUSTED CITY HIGHWAY

Composite CD/CS CO2  adjusted (g/mi) [1] 0.0 0.0

Composite CD/CS Fuel Economy  adjusted (MPG) [4] 0 0

Results from Test Set #3: 0 INTERMEDIATE CALCULATIONS AND INPUTS Test Set #3: 0
CAFE Values Charge‐Depleting (CD) Test Results

A. PHEV meets dual fuel criteria: City Highway Combined DRIVING DISTANCE VALUES CITY HIGHWAY

 1. Default 50/50 Composite MPGe [4] ‐                    ‐                    ‐                               CD d v ng d stance (Rcda), unadjusted (m les) [3] 0.000 0.000

 2. Optional Utility Factor Composite MPGe [4] ‐                    ‐                    ‐                               CD d v ng d stance (Rcda), adjusted (m les) [3] 0.000 0.000

B. PHEV does NOT meet dual fuel criteria: City Highway Combined CD all‐elect c d v ng d stance, unad usted (m les) [3] 0.000 0.000

  1. Utility Factor Composite MPGe [4] ‐                    ‐                    ‐                               CD All‐Elect c Range, adjusted (m ) [3] 0.000 0.000

GHG Values City Highway Combined FUEL CONSUMPTION & ECONOMY VALUES CITY HIGHWAY

Composite CREE  without upstream emissions [1] 0.0 0.0 0.0 NEW CD AC elect c ty consumpt on (Rcdc), unadjusted (Watt‐hou s) [1] 0.0 0.0

CD AC elect c ty consumpt on  ate (Rcda), adjusted  (kW‐h /100m ) [3] 0.000 0.000

Label Values (5‐Cycle Adjusted) CD test total DC ene gy consumed, unadjusted (Watt‐hou s) [1] 0.0 0.0

Charge‐Depleting Combined NEW CD Rcda total fuel consumpt on (Rcda), unadjusted (gal equ v) [4] 0.0000 0.0000

CD range  adjusted (miles) [0] 0 CD ut l t zed total fuel consumpt on  ate (55/45 FUF, Rcdc), unadjusted (gal‐equ v/m le) [6] 0.000000 0.000000

CD All‐Electric Range  adjusted (mi) [0] 0 NEW CD ut l t zed total fuel consumpt on  ate (43/57 FUF, Rcdc), adjusted (gal‐equ v/m le) [6] 0.000000 0.000000

Total Driving Range (Miles) [0] 0 NEW CD ut l t zed total fuel consumpt on  ate (MD UF, Rcdc), adjusted (gal‐equ v/m le) [6] 0.000000 0.000000

CD Fuel Economy (MPGe) [0] 0 CD gasoline consumption (Rcda)  adjusted (gal) [1] 0 0

CD Electricity Consumption  (kW‐hr/100mi) [0] 0 CD fuel economy (Rcda), adjusted (MPGe) [4] 0.0000 0.0000

CD Gasoline Consumption (gal/100mi) [0] 0 CD gasol ne consumpt on  ate (Rcda), adjusted (gal/100m ) [4] 0.0000 0.0000

Charge‐Sustaining Combined NEW CD fuel economy (Rcda)  unadjusted (MPGe) [4] 0 0

CS Fuel Economy (MPG) [0] 0.0000 0.0000 0 NEW CD AC electricity consumption rate (Rcda)  unadjusted  (kW‐hr/100mi) [3] 0 0




